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LAST LONGER. WORK BETTER. All BTI products are guaranteed to:

4” Flange with 
TTMA 8-Hole 
Bolt Pattern 
and Threaded 
Pressure 
Relief Valve 
for blowers

3” 8-bolt TTMA Flange2” Flange 

4” Flange with 
TTMA 8-Hole 
Bolt Pattern

Blower Check 
Valve Assembly, 
4" TTMA Inlet 
with 3" Male 
Cam Outlet

3” Flange and 
Threaded 
Pressure 
Relief Valve 
for blowers

3” Threaded 3” Groove by Groove3” Flange

Available in 9 Configurations

At BTI we ran a test on our Optima Check Valve to prove that it 
truly “Lasts Longer and Works Better” than any check valve on the 
market. We constructed a machine to cycle check valves under 
identical circumstances. We tested two of our competitors’ check 
valves and Optima. Neither of the competitors’ models lasted over 
28,000 cycles before partial failure and total failure before 50,000. 
But we thought, what the heck, let’s keep going. Optima hit over 
one million cycles and was still functioning as designed! So on top one million cycles and was still functioning as designed! So on top 
of increased air flow and lighter weight, Optima has been proven to 
last over 20 times longer than the competition. That’s American 
ingenuity, that’s BTI.

Complete failure at 32,000 cycles

Complete failure at 45,000 cycles

1,194,136 cycles and still operating!

Competitor 1

Competitor 2

BTI Optima
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Proudly made in the US
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Air
Flow

Coil Spring - Tested to provide over 
twice the cycling life as a conventional 
torsion spring. 
Spring Housing - Protects your load 
from being contaminated from a broken 
spring.
FFewer Internal Parts - Fewer parts 
means lighter weight and less risk of 
contamination. 
Bell Housing Design - Provides more 
open area which results in less back 
pressure. 
GGuide Bushings - Bushing stops 
poppet from opening too far and 
choking flow or damaging spring.
Flat face poppet Valve -  Allows 
more open area for flow and 
less back pressure. Self-sealing 
gasket design.

AAvailable in 2, 3 or 4 inch sizes.

Flat face poppet 
design now available 
in 2, 3 or 4 inch sizes.

1,000,000 
cycles and counting.


